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Quick Start
This section is designed to help you quickly walk through several basic tasks that help demonstrate 
Zenoss’ capabilities. After completing initial setup, you will learn how to:

• Add a device from the Zenoss Dashboard, and then view its status and performance details

• Set up, observe, and acknowledge an alert

The remaining guide sections dive a little deeper into interface and system features, and show you 
how to:

• Configure your network for Zenoss

• Add devices to Zenoss through discovery, and then use device classes to monitor them

• Monitor devices and servers, using predictive thresholds for performance event generation

• Create and manage user accounts

Before You Begin
This guide assumes that you have installed Zenoss. If you have not, then follow the instructions in the  
Zenoss Installation Guide (located at http://community.zenoss.org/community/documentation) to 
install your Zenoss instance. 

To complete all the steps in this guide, you will need:

• One or more monitored targets, such as:

• Windows Server (2000, 2003, 2008), Windows XP, and Windows Vista®

• Linux or other UNIX® server

• VMware ESX Infrastructure

• Tomcat™ or other Java®/JMX server

• Any SNMP or SSH-enabled device

• For each system that will access Zenoss through a Web browser:

• Adobe® Flash® Player

• Firefox 2.x, Firefox 3.x, or Internet Explorer 7 

• SSH client to facilitate command line tasks
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Perform Initial Setup
After installing, access Zenoss from your Web browser. Depending on your installation method, browse 
to:

• Server where Zenoss is installed, to http://xxx.xxx.xxx.xxx:8080

• URL provided in the command window (VMware installation)

NOTE 

For VM appliances, use the IP address of the Zenoss VM appliance, rather than 
the hostname.

The setup wizard appears.

Figure 1: Setup Wizard

Using this wizard, you will:

• Change the admin password

• Set up an initial user

• Add some devices to the system
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From the first panel of the wizard, click Get Started! to begin.

The Step 1: Set up Initial Users panel appears.

Figure 2: Setup Wizard: Step 1

Change the admin Password and Create a User
1. In the Set admin password area, enter and confirm a new admin password. You must enter a 

password value to continue.

NOTE 

The Zenoss admin (root) account has extended privileges, and its use should be 
limited. Be sure to record the admin password and store it securely.

2. In the Create your account area, set up your Zenoss user account. Most of the time, you will use 
this account to perform management tasks in Zenoss. Enter a unique user name, password, and 
email address. 

3. Click Submit.

The Step 2: Specify or Discover Devices to Monitor panel appears.
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Figure 3: Setup Wizard: Step 2 (Manual Add)

Add Devices
You can add devices manually, or give Zenoss network or IP address range information so it can 
discover your devices.

Adding Devices Manually

1. For each device you want to add, enter the fully qualified domain name or IP address of a device 
on your network. 

2. In the Details area, select a device type from the list. If your device type is not listed, then use the 
default selection. You can add different device types later from the Dashboard.

3. Enter the appropriate credentials used to authenticate against the device. 

NOTE 

For more information about setting credentials, refer to Zenoss Administration.
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If you want to add more than one device, click +. Enter one hostname or IP address on each line. 
Each device can have only one set of associated credentials.

4. To add the devices, click Submit. 

The Dashboard appears, and Zenoss models the devices in the background.

NOTE 

You can bypass device addition through the wizard. Click Skip to the dashboard 
to go directly to the Zenoss Dashboard. Later, you can add devices by following 
the steps outlined in the section titled “Add and View a Device.”

Discovering Devices

1. Select the Autodiscover devices option. 

Figure 4: Setup Wizard: Step 2 (Autodiscovery)
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2. For each network or IP range in which you want Zenoss to discover devices, enter an address or 
range. For example, you might enter a network address in CIDR notation:

10.175.211.0/24

or a range of IP addresses:

10.175.211.1-50

3. If you want to enter multiple addresses or ranges, click +. For each network, you must enter a 
netmask or IP range.

4. For each network or IP range, specify Windows, SSH, or SNMP credentials you want Zenoss to use 
on the devices it discovers. You can enter only one of each. Zenoss will attempt to use the same 
credentials on each device it discovers within the networks or IP ranges specified.

5. Click Discover.

The Zenoss Dashboard appears. Zenoss schedules jobs to discover devices in the networks and IP 
ranges you specified. (You can see job status by clicking Jobs in the Navigation menu.)

When discovery completes, a notification message appears in the Messages portlet on the 
Dashboard.

NOTE 

You can bypass device discovery through the wizard. Click Skip to the 
dashboard to go directly to the Zenoss Dashboard. Later, you can discover 
devices by following the steps outlined in the section titled 
“Device Auto-Discovery.”
Getting Started with Zenoss 7



Add and View a Device
If you skipped initial device addition through the Setup Wizard, or want to add more devices through 
Zenoss’ more advanced device addition page, follow these steps.

Prerequisites

To add a device, you must have SNMP enabled. See the section titled “Configuring Your Network 
Devices to Interact with Zenoss” for more information.

Add the Device
1. In the Management area of the Navigation menu (located at the left side of the screen), click Add 

Device.

The Add Device dialog appears.
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Figure 5: Add Device Dialog

2. Enter the following information or make selections in the dialog:

a Device Name — Enter the fully qualified domain name or IP address of a device on your 
network.

b Device Class Path — For a Windows server, select /Server/Windows. For a Linux server, select 
/Server/Linux. 

c SNMP Community — Enter the SNMP community string for this device. (Setting SNMP 
community strings globally is discussed later in this guide, in the section titled Setting SNMP 
Community Strings Globally.)
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NOTE 

You also can set up WMI monitoring of your Windows devices. Refer to the Zenoss 
Administration guide for more information. 

3. Click Add Device.

As illustrated in Figure 6, Zenoss discovers the device, adds it to the list of devices, and then 
gathers additional details about the device to create the device model.

Figure 6: Device Discovery
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View Device Status
4. Use one of these methods to view the newly added device, from the device status page:

• Scroll to the bottom of the device discovery output page, and then click the link to navigate to 
the device.

Figure 7: View Device Selection

• Search for the device (by name or IP address) in the Search area that appears at the top right of 
the interface.

• Navigate to the device. Select Devices from the Navigation menu, select Server from the Sub-
Devices list, and then select the appropriate device class.
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The Status tab for the newly added Windows device appears.

Figure 8: Devices Status Tab
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View Device OS Information
5. Click the OS tab to see the interfaces, services, file systems, and routes for this device.

Figure 9: Devices OS Tab
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